SUFFHh T "OPTIONAL™ INSERTION CARD MODULE FOR KUM SWITCH

157/17”°/19” LCD KVM Switch

= Support an optional remote console (Cat5 based
or Over-IP)

= CAT5 console up to 1000 feet away from KVM
switch with superior auto-adjust RGB gain/delay
control capability

= Support multiplatform — PS/2 and USB
computers (SUN and MAC)

= Superior video quality - Up To 1920X1440, DDC2B

= No software required - easy PC selection via
Push Buttons Hot Keys or OSD

= Support multiplatform — PS/2 and USB computers
(SUN and MAC)

-v
Combo 1+1

8/16 Port Combo KVM Switch

Mode: KSC-116B Mode KSC-116E = Support Microsoft Intellimouse, Microsoft
Intellimouse Explorer, Logitech Net Mouse or
the other fully compatible MS mouse.

» Support DOS, MS Windows, Netware, Unix,
Linux, MacOS

* Support iIMAC, Power MAC and Sun
Microsystems with USB port (A special changer
(CUP-101) required for an USB computer)

= Superior Video Quality - Up To 1920X1440, DDC2B

* No Software Required - easy PC selection via

b -vcombo
0SD Manual, Push Buttons, Hot Keys

8/16/32 Port Combo Cat.5 KVIM Switch

Mode: KCC-116A Mode.KCC-132A = Support a local USB console and an optional
: remote console (Cat5 based or Over-IP)
= CATS console up to 1000 feet away from KVM
switch with superior auto-adjust RGB gain/delay
control capability
= Support multiplatform — PS/2 and USB computers
(SUN and MAC)

e 1+1 e = Superior video quality - Up To 1600 x 1200, DDC2B
ciant ke * Using standard CAT5S cable to extend the
distance between the PC/server and KVM
switch up to 500 feet

2nd remote console option DCC-100 or DIP-101




